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Introduction
With timber cladding being speciﬁed more
and more, it is important you make the right
decision on species at the outset of the
project, hopefully our brochure can make
that decision easier for you.
Timber cladding provides a long lasting and
attractive ﬁnish for both internal and external
projects. Depending on your choice of timber
the beneﬁts offered by each product, whether
this be durability, thermal insulation, sound
dampening properties or simply for aesthetic
purposes, timber cladding can help you add

that ﬁnishing touch to any project no matter
what the size. Timber is regarded as the most
environmentally friendly building product
regularly used in today’s market and is often
offered as a certiﬁed product giving peace
of mind to the end user.
With a multi million pound stock holding
across a wide range of products, coupled
with an unrivalled depth of knowledge
offered at all of our depots, you can be
conﬁdent in our ability to satisfy your
cladding requirements.

Western Red Cedar
Western Red Cedar (Thuja Plicata) is one of North America’s great renewable
resources. Slow grown and naturally durable, Cedar has one of the longest
life spans of any North American softwood. It can produce long lengths
of clear timber with true straight grain, it is free from pitch and has natural
resistance to decay. Its low density gives an excellent insulation value
superior to most species. Lightweight, easy to work with, easy to finish,
easy to stain, possessing outstanding dimensional stability, Western Red
Cedar is the perfect material for exterior cladding applications.

Technical information on Cedar
Durability
Western Red Cedar is one of the world’s most durable
species. With natural resistance to moisture, decay
and insect damage, Cedar remains the premier choice
for timber cladding. Fibres in the timber contain
natural preservatives that are toxic to decay-causing
fungi, the 2 principle extractives responsible for this
are Thujaplicins and Water Soluble Phenolic.
Cedar’s durability is class 2 which is classed as
“durable.” Cedar will weather to a silver grey colour
if left untreated over a period of time but if this is not
your preference Cedar is very receptive to most stains.
Dimensional Stability
Like all woods, Cedar is hygroscopic and will
absorb or discharge moisture to attain equilibrium
with the surrounding atmosphere, however, it has
a very low shrinkage factor and is superior to all
coniferous species in its resistance to warping,
twisting and checking.
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Density
Cedar is one of the lightest commercial softwoods
available and if Kiln Dried has a density as low as
330 – 390kg per m3. Cedar’s low density enhances
its insulation value and makes it an easy wood to
handle, distribute and work with.
Workability
Western Red Cedar produces long lightweight lengths
of timber with a fine straight grain making this species
easy to cut, saw, machine and fix. Again Cedar is one
of the best species available for accepting paints,
stains, oils and various treatments. Cedar takes most
fasteners without splitting and is easily nailed.
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Thermal Conductivity / Acoustic Properties
Wood is an excellent thermal insulator. This is an
important characteristic since good thermal insulators
keep buildings cool in the summer and help retain heat
in the winter. An important acoustic property of timber
is its ability to dampen vibrations. Cedar has a cellular
network of minute interlocking pores which convert
sound energy into heat by frictional and viscoelastic
resistance.
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Fastening / Fixings
Western Red Cedar has great fastening/fixing
properties but please be aware that due to its natural
preservatives Cedar will have a corrosive effect on
some metals if they come into contact with this
product. Fasteners / fixings should be stainless steel,
aluminium, brass, or galvanised. Nails and screws
should be one third longer for Cedar than those
normally used to fasten most hardwood species.
FACT on WRC
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Native Americans chose Western Red Cedar
logs for their totem poles due to its ease of
working and its durability.
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Siberian Larch
The colour of Siberian Larch can vary from a dark
brown to a pale yellow. Larch is very slow grown and
has an unusually high durability factor for a softwood
species. Due to its high density Larch is a perfect
species for projects such as schools or shopping
complexes where impact may occur.

Technical information on Siberian Larch
Durability
Larch is a class 1 durablility rated product which is
very durable. The sapwood of Larch should be treated
if used externally.
Dimensional Stability
Larch exhibits minimal movement once installed and
this is down to how dense the product is.
Thermal Conductivity
With a conductivity rating of (y10) of approximately
0.13 W/(mk) it is an excellent species to keep heat in.
Density
the density of Larch is 520 – 650 kg per m3 if kiln
dried to a moisture content of 12%.

Workability
Larch can be machined to achieve a fantastic finish
but be aware that due to the density of the product
it is advised that regular sharpening of the blades is
recommended. It is also suggested that screwing
instead of nailing is preferable to avoid splitting.
FACT on Larch
Approximately 2/3rds of the forest lands in
Siberia are over grown with Larch, this is
an area of over 230 million hectares!!

Thermowood
Technical information on Thermowood
Durability
Thermowood is rated as class 2 which is durable.
(BRE give a life span rating for this product of around
30 years).

Density
The density of this material is between 350 kg m3
to 480 kg m3 when dried to a moisture content of
around 6%.

Dimensional Stability
One of the benefits of this product is its stability, the
thermal modification process reduces the moisture
content in the board ensuring less movement.

Workability
Nail/screw holding capability on this product is around
20% less than usual due to the altered state of the cell
wall caused by the thermowood process.

Thermal Conductivity
Thermowood has a thermal conductivity of around
20% less than standard softwoods. The thermal
conductivity is y10 to 0.099 W/(m K).

Thermowood FACT
Thermowood is heat treated to a
temperature of 180 degrees!!!!

Accoya
Technical information on Accoya
Durability
Accoya is rated as class 1 durability which is extremely
durable. Accoya has been tested over prolonged
periods in all types of weather and has been proven
to withstand the toughest of external environments.
Dimensional Stability
Accoya is incredibly stable offering movement
factors of Radial 0.7% and Tangential 1.5%.

Workability
Accoya machines extremely well. Please be aware
you may have to machine a little more off the surface
of Accoya than that of other timber species to ensure
a clean face due to the acetylation process staining
some of the timber.
Accoya FACT

Thermal Conductivity
y=0.13 W (m K)

Accoya offers a 50 year guarantee
against decay.

Weathered Accoya

New Accoya

Density
The density of Accoya is 510 kg per m3.
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Profiles
LT1
19mm x 100mm ( 14mm x 94mm fin 87mm cover)
LT4
25mm x 150mm ( 18mm x 144mm fin 137mm cover)
LT8
25mm x 150mm ( 18mm x 144mm fin 125mm cover)
LT10
25mm x 150mm ( 18mm x 144mm fin 125mm cover)
LT3
25mm x 150mm ( 18mm x 144mm fin 135mm cover)

Storage, Installation & Maintenance Advice
Durability

Siberian Larch

Western Red Cedar

Thermowood

Accoya

Class 1
Very durable

Class 2
Durable

Class 2
Durable

Class 1
Very durable

excluding sapwood

Moisture /
Movement

Small

Small

Small

Very small

Density
(mean. Kg/m3)

550

390

490

510

Texture

Fine

Coarse

Fine

Fine

Price

Low

High

Low

High

Colour(s)

Beige to Pale Yellow

Pale Yellow to
Reddish Brown

Dark Brown

Beige to Pale Yellow

Working
Qualities

Medium

Excellent

Good

Good

Fasteners*

Use stainless steel or
galvanised nails

Use stainless steel or
galvanised nails

Use stainless steel or
galvanised nails

Use stainless steel

Spread of
Flame Rating#

Class D

Class D

Class D

Not tested to Euroclass
standards, but equivalent
to other softwood for in
ASTM E84 spread of flame

* Source: Trada External Timber brochure.

# Spread of Flame Rating will very depending on treatment applied.

Services
We can offer further services at James Lathams,
whether that be machining to a particular profile you
require, the material being cut to length, fire treatments
or even surface coatings to change the appearance of
the product.
Sikkens / Morrels coatings
Lathams can offer coating facilities from approved
specialists. These can be offered in translucent
finishes or opaque if you prefer. For more information
on this service please speak to your local depot.
Fire treatments
Working in partnership with Lonza (Arch Chemicals)
we can offer a full option of internal and external fire
treatments. This can be offered in both Euroclass B
and Euroclass C options.
Treatments
We can ofer a full range of treatments varying from a
Vac Vac clear treatment right across the range to a
clear sealant if you want that extra finishing touch to
your project.
Bespoke machining
We do stock a range of profiles but if these don’t
fit your requirements we can machine to almost
any profile you could dream up. We can offer a
cross cutting service if you would prefer to buy in a
component form also.

Importing & distribution companies
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Yate

Badminton Road Trading Estate
Yate, Bristol BS37 5JX
Tel 01454 315421
Fax 01454 323488
Email: panels.yate@lathams.co.uk
Email: timber.yate@lathams.co.uk

Marketing
Tel: 0116 257 3415
Email: marketing@lathams.co.uk

Panel Products
8

Website
www.lathamtimber.co.uk

Panel & Timber Products
1

Dudley

Unit 3, Yorks Park, Blowers Green Road
Dudley, West Midlands DY2 8UL
Tel 01384 234444
Fax 01384 233121
Email: panels.dudley@lathams.co.uk
Email: timber.dudley@lathams.co.uk
2

Fareham

Unit 6, Matrix Park Talbot Road
Fareham, Hants PO15 5AP
Tel 01329 854800
Fax 01329 849585
Email: panels.fareham@lathams.co.uk
Email: timber.fareham@lathams.co.uk
3

Gateshead

Nest Road, Felling Industrial Estate
Gateshead Tyne & Wear NE10 OLU
Tel 0191 469 4211
Fax 0191 469 2615
Email: panels.gateshead@lathams.co.uk
4

Leeds

Topcliffe Close, Off Topcliffe Lane
Capitol Park East, Tingley, Leeds
West Yorkshire WF3 1DR
Tel 0113 387 0830
Fax 0113 387 0855
Email: panels.leeds@lathams.co.uk
Email: timber.leeds@lathams.co.uk
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James Latham Scotland

Pharos, Brittain Way, Eurocentral
Lanarkshire ML1 4XJ
Tel 01698 838777
Fax 01698 831452
Email: scotland@lathams.co.uk
6

Wigston

JL CLA/12-12

Chartwell Drive off West Avenue
Wigston, Leicester LE18 2FN
Tel 0116 288 9161
Fax 0116 281 3806
Email: panels.wigston@lathams.co.uk
Email: timber.wigston@lathams.co.uk

Hemel Hempstead

Unit 2 Swallow Park, Finway Road
Hemel Hempstead, Herts HP2 7QU
Tel 01442 849000
Fax 01442 239287
Email: panels.hemel@lathams.co.uk
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Thurrock

Unit 4, Dolphin Way, Purﬂeet
Essex RM19 1NZ
Tel 01708 869800
Fax 01708 860900
Email: panels.thurrock@lathams.co.uk

Timber Products
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Glasgow
5

Glasgow
5

Purﬂeet *

Units 22/24, Purﬂeet Industrial Park
Juliette Way, Aveley, South Ockendon
Essex RM15 4YD
Tel 01708 864477
Fax 01708 862727
Email: timber.purﬂeet@lathams.co.uk

Newcastle
3

Newcastle
3

4

Speciality Panels

4

Advanced Technical Panels
4

Hull

Liverpool

Northern Depot

Liverpool

Topcliffe Close, Off Topcliffe Lane
Capitol Park East, Tingley, Leeds
West Yorkshire WF3 1DR
Tel 0113 387 0850
Fax 0113 387 0855
Email: atp@lathams.co.uk
www.advancedtechnicalpanels.co.uk
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Birmingham

Norwich
6

Norwich

1

Birmingham

Southern Depot

Unit 2 Swallow Park, Finway Road
Hemel Hempstead, Herts HP2 7QU
Tel 01442 849009
Fax 01442 239287
Email: atp@lathams.co.uk
www.advancedtechnicalpanels.co.uk

Swansea
Swansea
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London

Unit 4, Dolphin Way, Purﬂeet
Essex RM19 1NZ
Tel 01708 681700
Fax 01708 252381
Email: ﬂooring@lathams.co.uk

Plymouth

2

Portsmouth

Bridport

 North American & Canadian
Softwood Clears
 Cedar Cladding
 Moralt
 Melamine
 PAR-KY Flooring & Shinnoki
 Bausen Flooring
 Newsletter

Depot Boundary
Country Boundary
Depot Boundary

Country Boundary
* Purﬂeet serves timber customers across
the Thurrock, Hemel Hempstead and part
of the Fareham panels sales areas

OTHER AVAILABLE BROCHURES:
 Birch Plywood
 Door Blanks
 Flexible Panels
 Environmental Certification
Scheme & Timber Purchasing
 Decorative Veneered Panels
 Machined Panels
 WoodEx
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Plymouth

Thurrock

9
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Portsmouth
Bridport

Flooring
9

Hull

 Product Guide
 HI-MACS
 HIF
 iDeck
 ATP for Transport
 ATP Plywood Guide
 ATP Flight Cases

Details given represent a fair description of the product and are given without liability. Availability and sizes are subject to confirmation at the time of order.

